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SEGMENTED DIAMOND BLADES

Dry Cutting Concrete Block Brick, Granite, Stone, be used with angle grinder or hand saw or table 
saw. 
Ideal for concrete, block, brick, stone, and other masonry material
Optimized brazing and hardening process for long life

A SAW WITH A MISALIGNED HEAD, WORN BLADE SHAFT BEARINGS, WORN BLADE FLANGES, WORN BELTS OR PULLEYS, OR IMPROPERLY TRACKING CONVEYOR
CART, WILL GENERALLY STILL CUT MATERIAL, BUT PUTS STRESSES ON THE BLADE THAT WILL RESULT IN CUTS THAT ARE NOT SQUARE. THIS WILL ALSO CAUSE
A SHORT BLADE LIFE OR A BLADE THAT WEARS UNEVENLY.

D3101, D3102, D3103, D3104, D3105, D3106, D3107, D3112,
D3120, D3121, D3122, D3123, D3124, D3115, D3116

Diamond blades consist of four components: diamond crystals, a bonding system, a segment and a metal core

CODE FULL 
DIAMETER

BORE 
DIA

D3101 100mm 15.88

D3102 115mm 22.23
D3103 125mm 22.23

D3104 150mm 22.23
D3105 230mm 22.23
D3106 300mm 22.23
D3107 300mm 20.00
D3112 350mm 25.40
D3120 100mm 16.00
D3121 115mm 22.20
D3122 125mm 22.20
D3123 150mm 22.20
D3124 178mm 25.40

2 BLADES
D3115 115mm 22.20
D3116 230mm 22.20

BORE
DIA (MM)

SEGMENT

STRESS RELIEF
HOLE

FULL SIZE 
DIA (MM)


